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Model: M50A PilotModel: M50A PilotModel: M50A Pilot

The  is designed to work in ACL M50A Pilot Assembly

conjunction with the ACL High Efficiency Burner 

Assembly and continues to be a great addition to any 

burner assembly on the market.

With its user adjustable air/fuel mixer, the M50A 

Pilot Assembly can be tuned for optimum flame 

profile with various gas compositions.

Included with the assembly is the custom ACL rod 

holder, eliminating the traditional strain relief, 

allowing for easy rod adjustment with a single 

Allen key.

Designed for use with the ACL ON High Efficiency 

burner nozzles or any burner application 

requiring a reliable pilot assembly , for both 

Propane and Natural Gas.

The ACL M50A pilot design stabilizes flame profile 

and eliminates flame lift off.

A 3/16" ignitor rod with ceramic provides both 

ignition and utilizes the latest in flame ionization 

technology for flame detection.

(See product specification sheet on reverse)



Clear Rush Co.
Box 1898, 5406 Township Road 325B
Sundre, AB    T0M 1X0
Canada

www.clearrushco.comwww.clearrushco.comwww.clearrushco.com

1-877-638-5234     (403) 638-52341-877-638-5234     (403) 638-52341-877-638-5234     (403) 638-5234

SpecificationsSpecificationsSpecifications

DimensionsDimensionsDimensions

Operating Pressure

Orifice Size

Pilot Nozzle Material

Gas Connection

Pipe Sch 40 (not included).  Cut to proper length

Nozzle Outside Diameter

5 - 7 psi

#72

304 SS

1/8" NPT

1/2"

1.290"

ACL M50A Pilot
Assembly

Model: M50A PilotModel: M50A PilotModel: M50A Pilot

Kathal rod 3/16"
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